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Autoclave sets with  100 litre cylindrical tank, with automatic
operation, suitable for the distribution of pressurised water
in the home .

CPm 170 - 100 CL 11/4" 1" 1.1 1.5 120 2.2 3.5 860 450 800

CPm 170M - 100 CL 11/4" 1" 1.1 1.5 150 2.0 3.5 860 450 800

2CPm 25/130N -100 CL 11/4" 1" 0.75 1 100 1.4 2.8 860 450 743

2CPm 25/140H -100 CL 11/4" 1" 1.1 1.5 100 2.2 3.6 860 450 767

2CPm 25/140M -100 CL 11/2" 1" 1.1 1.5 140 2.2 3.6 860 450 767

4CPm 100E - 100 CL 1" 1" 0.75 1 100 2 3.5 860 450 715

JSWm 10H - 100 CL 1" 1" 0.75 1 50 2.0 3.2 860 450 720

JSWm 12H - 100 CL 1" 1" 0.90 1.25 50 2.5 4.0 860 450 720

JSWm 15H - 100 CL 1" 1" 1.1 1.5 50 3.0 4.5 860 450 720

JSWm 10M - 100 CL 1" 1" 0.75 1 80 1.4 2.8 860 450 720

JSWm 12M - 100 CL 1" 1" 0.90 1.25 80 2.0 3.5 860 450 720

JSWm 15M - 100 CL 1" 1" 1.1 1.5 80 2.5 4.0 860 450 720

JSWm 3CH - 100 CL 11/4" 1" 1.1 1.5 70 3.0 4.5 860 450 750

JSWm 3CM - 100 CL 11/4" 1" 1.1 1.5 120 2.0 3.5 860 450 750

JSWm 3CL - 100 CL 11/4" 1" 1.1 1.5 160 1.4 2.8 860 450 750

JCRm 10H - 100 CL 11/4" 1" 0.75 1 50 2.0 3.4 860 450 744

JCRm 12H - 100 CL 11/4" 1" 0.90 1.25 50 2.4 3.8 860 450 744

JCRm 15H - 100 CL 11/4" 1" 1.1 1.5 50 3.0 4.0 860 450 744

JCRm 10M - 100 CL 11/4" 1" 0.75 1 80 1.4 2.8 860 450 744

JCRm 12M - 100 CL 11/4" 1" 0.90 1.25 80 2.0 3.5 860 450 744

JCRm 15M - 100 CL 11/4" 1" 1.1 1.5 80 2.5 4.0 860 450 744

PERFORMANCE AND DIMENSIONS

(1) Maximum flow rate for the minimum recommended pressure of the pressure switch
(2) Pressure switch setting (recommended)

N.B. The preloading of air in diaphragm tanks must be regulated at a value
0.2 bar lower than the minimum regulating value of the pressure switch.
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HYDROFRESH 100 CL COMPONENTS
- Single-phase electropump
- 100 litre cylindrical tank
- Hose
- Pressure switch“SQUARE-D”
- Pressure gauge
- 3 or 5-way brass fitting
- 1.5 metre cable with Schuko plug
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